adore touch
• Features
1. Unlin Click Technology
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.

4mm Guage
7” x 48” Planks
20 Color Visuals
4 Sided Micro-Bevel
12 mil Wear Layer
75% Post Consumer Recycled Content
Nano-Silver Anti-Microbial Treatment
Micro-Ceramic Enhanced Wear Layer
10 Year Commercial Warranty
25 Year Residential Warranty

adore touch
• Benefits
1. Odorless Installation
2.
3.
4.
5.
6.
7.

Quick Installation
No Underlayment Required
Waterproof
Eliminates some Subfloor Preparation
Installation over most solid Subfloors including VCT & Vinyl Products
Compatible over Subfloors Emitting up to 8 lbs. per 1000 sf. Or 85%
Relative Humidity
8. Easy Repair to Damaged Planks
9. Walk on Immediately after Installation
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• Floating Installation Considerations
1. Quick Installation
2.
3.
4.
5.
6.
7.
8.

Odorless Installation
Subfloor Preparation Costs
Moisture Issues
Do-it-Yourself
Use Room Immediately After Installation
Encapsulate
Design Changes Warrant



Layer 1



12 mil Clear Embossed PVC Wear Layer



Printed 4 mil PVC Film



Layer 4

Post-Consumer Recycled Embossing Layer



Layer 5

2 Polyurethane Coats
Infused with Antibacterial Nano-Sized Silver Particles (0.1
mm Wet Application Gauge)
Layer 2

Enhanced with Semi-Opaque Inorganic Beads (0.5
mm Pre-Production Gauge)

Layer3

Primary Visual Component With Registered Patterns (0.1
mm Pre-Production Gauge)

75% Post-Consumer Material - Polymer, Filler (2.0
mm Pre-Production Gauge)

Non-Woven Fiberglass Sheet
Pre-Applied Polyurethane Adhesive
(0.3 mm Pre-Production Gauge)
Layer 6



Post-Consumer Recycled Balance Layer
75% Post-Consumer Material - Polymer, Filler
(2.5 mm Pre-Production Gauge)



Layer 7

Post-Consumer Recycled Backing Layer
75% Post-Consumer Material - Polymer, Filler
(1.0 mm Gauge)

click technology
90% of all flooring failures can be attributed to
moisture. In the cases of wood and laminate,
topical moisture or moisture vapors can ruin the
flooring itself, or it can corrode adhesives and
re-emulsify them so they lose their bond strength.
features the revolutionary click profile
developed for laminate flooring that permits it to
be installed without the use of any adhesive and
Luxury Vinyl Tiles are naturally waterresistant.
Over 2 years of hand-in-hand research with the
most advanced profiling companies went into the
creation of our click luxury vinyl tile. As one of the
pioneers of glueless vinyl tiles, we were able to
produce this flooring without the use of any adhesive, additional substrate or backing material as in
the cases of peel-and-stick floating tiles, laminatebacked LVT or elevated platform tiles. This provides the user with the ability to install our flooring
in areas that would traditionally struggle with
moisture, including kitchens, bathrooms and
basements, or even foyers, lobbies and reception
areas that may be exposed to weather-related
moisture.
is manufactured with a patented
Uniclic profile from Unilin that was developed
exclusively for our LVT products. The ubiquitous
Uniclic profiles are easy to work with and install in
far less time than it would take to spread adhesive, lay tiles and wait for the installation to cure.
adore touch can also be installed over existing
floors and will not telegraph subfloor imperfections as much as a resilient floor that has been
glued to the surface.

green & recycled
is composed of 75% post-consumer
recycled material, much of which is cradle-tocradle (was once flooring & is reconstituted for the
same purpose). In fact, our products have contained at post-consumer recycled content for
many years prior to the current green movement
and we take great care to insure that our factory
continues to produce an environmentallyconscious product in a certifably efficient manner.
LVT is revolutionary and unique in its ability to use
a decorative film in its production as its primary
visual component. This film also permits us to
hide the monotonous gray color that is created
from reconstituting PVC polymers with other
ingredients that compose our flooring, thereby
allowing the maximum percentage of recycled
material without concern over its appearance.
Our reclamation program sources flooring, siding,
wire sheathing and other discarded consumer
products totaling over 1,600 tons.
is also superior with respect to indoor
air quality, which has recently come under much
scrutiny. Our flooring will not exceed 1/2 of the
acceptable CREL’s of chemicals tested for under
CHPS Section 1350 and a number of other lists
such as California EPA’s Toxic Air Contaminants
list.
Our factory is both ISO 9001:2008 and ISO
14001:2004 certified. This insures that every
plank you receive of
will be a quality
product that was manufactured under strict water,
energy and waste guidelines.

nanotechnology
For over a decade, Adore Floors has included the
latest in antibacterial/antimicrobial technology. By
combining the antibacterial qualities of silver with
nanotechnology, we are able to produce our
clicking planks with the same advances as sheet
flooring. Silver has long been recognized for its
antibacterial qualities, hence the use of silverware
when handling food products or silver creams to
prevent infections in burn patients. By reducing
microorganisms, Nano-Silver not only provides a
cleaner, sterile surface, but can also reduce mold
and bacteria based odors.
Our Nano-Silver technology is proven to kill bacteria, virii and some fungi/molds. Its exceptional
performance was first noted on its unsurpassed kill
rate of 99.9% of E. coli for a non-consumable and
non-toxic antibacterial solution. Nano-Silver is
non-consumable because the silver remains active
even after the death of the microorganism and its
efficacy will not expire so long as the silver particle
is present. It is also non-toxic because the quantity of silver required to remain effective is far less
than that of even a colloidal silver cream and will
not adversely affect humans or domestic pets.
While Nano-SIlver is an extremely useful feature to
have in schools, hospitals, nursing homes, restaurants and other public places. In the home, where
one is more likely to touch the floors with bare
skin, its value is far greater for all residents and
guests. You still have to clean
, but
concerns over communicating disease or illness
through the floors will no longer be a concern.

porcelain strong
features a range of technological
advances not limited to our click technology or
even our Nano-Silver microbistat. Back in 2007,
we began pioneering the inclusion of hardening
agents and incorporating this into the wear layers
of our standard inventory range starting in mid2008.
MicroCeramic is a trade name given to the material and process of imbuing our wear layer with
microscopic silica beads. Silica is the primary
component of glass and the component of porcelain causes it to get hard. These beads were
introduced to reduce the appearance of scratches
and scuffs and prolong the life of our wear layer.
By extending the wear life,
will suffice
as a functioning floor covering for nearly twice the
life of a comparably specified LVT.
This special process is unique because many LVT’s
will use a coating of aluminum oxide applied with
polyurethane, giving the flooring a gritty and
unnatural feel. This coating is only as useful as the
polyurethane it is delivered through.
incorporates its similar, more optically clear, MicroCeramic throughout the entire wear layer. This
means when the two factory-applied polyurethane
coatings wear thin,
actually becomes
harder and more rugged, unlike the competition
which only gets softer with the absence of their
polyurethane. MicroCeramic is another non-toxic
inclusion which is safe for use in the presence of
children and pets.
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• Packing Information

Product

Type

Guage

LxW

adore touch

Long Planks

4mm

47.6 x 6.7"
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Tiles *

4mm

24 x 12

* Note not yet released

Pieces/Ctn Coverage sf Ctns/plt Plts/Cntr

10

22.14 sf

50

20

ADORE TOUCH WATERFALL

DISPLAY DIMENSIONS

BOX DIMENSIONS

DISPLAY WEIGHT (WITHOUT STOCK)

DISPLAY WEIGHT (WITH STOCK)

Metric

Imperial

H

W

D

H

W

D

2040

1243

400

80.3

48.9

15.7

H

W

D

H

W

D

420

1820

220

16.5

71.7

8.7

KG

LB

20

44.1

KG

LB

30

66.1
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• Display Rack Symbols
1. CE – European Symbol for Products Suitability for Sale & Meeting
2.
3.
4.
5.
6.

Minimum Requirements for Consumer Safety
UKAS – Independent Verification of Compliance with ISO 9001; 2008
Lloyd’s Register – Same as UKAS
DAS – Same as UKAS
MSA – Certification of Compliance with ISO 14001: 2004
KS – Denotes Product Suitable for Sale in Korea
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• Before Installation
1. Do not ship, drop or store boxes on sides or ends
2. Check that product is labeled with the same batch and lot numbers
3. Installation area must be weather tight, fully enclosed, clean and well
lighted
4. Install flooring after all other construction is completed especially
overhead
5. Allow floor to acclimate to room temperature for a minimum of 48
hours prior to installation
6. Set heating or air conditioning system to minimum of 65 degrees
48 hours prior to , during and after installation.
7. Maintain minimum temperature of 55 degrees thereafter
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• Subfloor Preparation
1. Subfloors must be rigid, smooth, flat, level and permanently dry
2. Concrete must have a minimum compressive strength of 3000 psi
3. Radiant heated subfloors should not exceed 84 degrees F
4. Imperfections such as chips, spalls and cracks greater than .25” should be
repaired using a Portland-based patching compound only
5. A moisture test must be conducted on any concrete floor regardless of
age or grade level
6. In-situ relative humidity test results (ASTM F-2170) must not exceed
85 percent relative humidity. Any potential warranty claim would require
moisture test results
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• Installation
1. Remove any existing base moldings and skirting
2. Undercut door frames so the planks can slide under the jambs
3. Lay the first row with the extended tongue side of the plank away
from the wall
4. Maintain a gap of 3/8” between the flooring and all walls and
protrusions
5. Be certain that the first row and all successive rows are perfectly straight
6. On second and successive rows, stagger the planks to achieve a random
appearance and to avoid end joints that line up
7. Always install planks with the recessed edge over the tongued edge
8. Hold the plank at a 20-30 degree angle and insert the recessed end over
and into the tongue of the plank on the floor until it clicks in place
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• Maintenance Guide General Rules
1. Use neutral PH ( 7 – 8.5) cleaners & disinfectants only
2. Remove spills as soon as possible and rinse with warm clean water
3. Avoid rubber and petroleum based products such as tires, casters, floor
mats, asphalt sealers as they may permanently stain flooring
4. Install walk-off or door mats to avoid tracked-in dirt and debris
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• First-time Clean-up and Maintenance
1. Sweep, vacuum or dust mop to remove surface dirt, sand, grit, and other
debris
2. For light cleaning: damp mop with clean water
3. For heavier cleaning: wash with neutral PH cleaner (7 – 8.5) and rinse
the floor with clean warm water taking care not to flood the floor
4. Let dry before using
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• On-going Maintenance Options:
– Spray Buffing
1. Floor should be cleaned with a neutral PH detergent, rinsed with clean
water and allowed to dry. Two light coats of a commercial floor finish
should be applied and then the floor swept regularly , spot cleaned to
remove dirt and scuffs then spray buffed using a polishing machine.

-- Full Build Up Coating
2. Floor can be coated with a sealer and then several coats of a
commercial floor finish. Floor should then be swept regularly,
washed with a neutral detergent, then stripped and recoated when
when it becomes dirty.

• Decoria, Naturelle and Adore Touch from
Adore Floors.
Innovation. It's in our dNa.

